ITEM DESCRIPTION

1 50 ngh ImpaCt 153 3" (76mm) x 3" (76mm) x 3' (.91m) 90°
Gorner Guard 154 3" (76mm) x 3" (76mm) x 4' (122m)  90°
IHSta”athH 158 3" (76mm) x 3" (76mm) x 8' (2.44m) 90°

159 3" (76mm) x 3" (76mm) x 9' (2.74m) 90°

1512 3" (76mm) x 3" (76mm) x 12' (3.66m)  90°

Material must be stored, installed and used
in environmentally controlled conditions

[1] Position the aluminum retainer against the wall, allowing 5/16" (8mm) from the bottom of the aluminum
to the top of the cove base or baseboard for the bottom.

[2] Drywallinstallation: Secure the aluminum retainer to the wall using 11/4" phillips round head self tapping
screws. Use 6 screws per 4' (1.22m) length, 10 screws per 8' (2.44m) length, or 12 screws per 9' (2.74m)
length. The aluminum retainer is pre-slotted to aid in the installation.

Concrete installation: Drill /4" holes into the ends of the retainer for top and bottom caps. Use the
slotted tabs on the top and bottom cap to transfer hole locations onto the retainer. Transfer the location
of all mounting holes to the wall. Drill /4" (6.5mm) holes and position ALLIGATOR anchors into the
holes on the wall. Mount the retainer with #10 x 13/4" phillips pan head screws and tighten to secure to
the retainer to the wall.

[3] Drywall installation: Overlap the aluminum with the mounting tabs of the top and bottom caps and
attach them to the aluminum retainer using two, 13/4" phillips flat head self tapping screws per cap.

Concrete installation: Overlap the aluminum with the mounting tabs of the top and bottom caps and
attach them to the aluminum retainer using two, #8 x 11/2" phillips flat head screws per cap.

[4] Position the vinyl cover on the aluminum retainer to check the fit. Adjust the top cap on the aluminum
retainer to obtain a tight fit with the vinyl cover. Starting at the top, push the vinyl cover over the
aluminum, pressing over the entire length until the vinyl snaps securely into place.
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IPC Door and Wall
Protection Systems.
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